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PURASOLVE P6 PARTS WASHER

Important Reminders
• Electrical connections should conform to national/local codes and be made by qualified personnel. 
• Do NOT load with parts over recommended maximum weight of 80kg.

Specifications
• The Purasolve Parts Washer PS6 operates at 230V, 50Hz, 5A Max.
• Fluid capacity for the PS6 Parts Washer are 60-75 litres.
• The Purasolve Parts Washer is designed to be used with Purasolve Safety Solvents 

such as Purasolve Parts Cleaner and Purasolve Parts Cleaner SK.

Parts Washer Unit:
Step 1: After removing the Purasolve Parts Washer 
from its shipping carton, place the tank (A) upside 
down and assemble legs (B) on the outside tank 
brackets. Holes will not align if placed on the inside 
the brackets. The rough side of the lock nuts should 
screw toward the metal.
Step 2: After all machine screws and lock nuts are in 
place, tighten securely. 
Step 3: Turn unit over.

Note: 
- Ensure that you keep the Parts Washer away 

from open flame or sparks.
- Check and tighten all fittings before filling with 

solvent.
- Liquid level should remain under the shelf. Do 

NOT overfill.
- Keep cover closed when not in use to reduce 

evaporation of cleaning fluid. The reflective white 
cover aids visibility when open.

Filter Baskets:
The first filter basket (D) hooks to the back of the 
tank (A) underneath the work shelf (F) and is easily 
removed for cleaning. 

Solvent flows from the flush hose (C) onto the work 
shelf and drains through slots in the back of the work 
shelf into the filter basket (D) located at the middle 
rear of the tank. Heavy soils will drop to the bottom 
of the rectangular container. Solvent will then flow 
through the filter pad and back into the tank. 
Keeping the filter basket clean will prolong the 
solvent life.

Purasolve Parts Washer Pumps:
The pumping unit (I) is useful for washing away 
grease and grime. The pumps in the Purasolve PS6 
Parts Washer is a centrifugal type with bottom intake 
and it operates at low pressure to aid against splash. 
Make sure the wire mesh screen is in position, 
protecting pump intake.

Purasolve Parts Washer Motors:
Purasolve PS6 Parts Washers are equipped with an 
electric motor. Electric motors should have the same 
cycle, phase and voltage as the electric power 
available. Electric motors require no lubrication. 
However, motor ventilation openings should not be 
closed off or blocked in any way. Make sure the wire 
mesh screen is in position, protecting pump intake.
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INSTRUCTIONS FOR INSTALLING OR USING THIS EQUIPMENT:



Fusible Link:
A fusible safety link (J) is located inside the cover of the 
tank. This link is designed to melt at 73º in case of fire. 
This eliminates the upper support and allows the cover, 
which is held in a slightly forward position (make sure 
this slightly forward position is maintained), to drop 
shut. Do NOT allow any parts to remain in the parts 
washer that would prevent the lid from closing. The 
fusible link should be replaced if it becomes damaged 
and no longer holds the lid open. In the event of fire, 
the heat melts the fusible link in the tube which closes 
the lid and cuts off the air supply to the fire.

Cleaning the Tank:
Step 1: Remove solvent by opening the drain (K) 

located in the centre of the tank bottom. 
 -  Another option is to remove the flexible hose 

 (C) from the hose support bracket, aim it 
over the tank sides into a large bucket and 
remove used solvent using the pump. 

Step 2: Wipe the tank clean when empty.
Step 3: Rinse the filter basket and refill the tank.

Complete instructions are located on the lid of 
the Purasolve Parts Washer.

Replacing the Filters:
Primary Filter for Filter Kit: This filter is for use with 
Purasolve Safety Solvents which will dramatically 
extend the solvent life. Always remove excess oil and 
grease before cleaning parts. Note that the filters need 
to be replaced when the flow drops to below a 
practical point at the cleaning nozzle. This can be 
between 3 and 12 months depending on use.See 
below:

CAUTION
Always dispose of used cleaning fluid properly. Refer to 
the cleaning chemical manufacturer’s package label for 
instructions.

Cleaning the Pump:
Decreased solvent flow from the nozzle could mean 
not enough solvent is getting to the pump (I), indicating 
sludge build-up at the pump intake area. Lift pump out 
of compartment and check bottom of pump 
compartment for sludge. If it is necessary to clean up 
the pump interior, remove the bottom screws, plate 
and gasket. Unscrew the setscrew in the impeller and 
lift it with the help of two small screwdrivers. Rinse and 
reassemble the pump.

DO:
- Follow label instructions provided with any fluid 

used in this unit.
- Use only fluids with flash point of 40º or higher.
- Use only Purasolve Parts Cleaner.
- Use with solvent cleaning fluids only. (Use of 

aqueous-based cleaning fluids can damage the 
finish and cause rusting.)

- Drain parts to be cleaned of any flammable material 
before placing inside the cleaning tank. (Even small 
quantities can create a dangerous fire hazard.)

- Be sure to disconnect electric power before 
performing any maintenance on the Parts Washer.

- Properly ground unit to prevent electric shock 
hazard. 

- Connect only to an Australian GPO outlet.
- Make sure that cracked, frayed, or damaged cord 

is repaired immediately by a qualified electrician. 
- Make sure that the Parts Washer is fitted and 

installed by a qualified service personnel and wired 
by a qualified electrician according to Australian 
standards to ensure operator safety.

- Remove clothing promptly if any cleaning solutions 
are splashed on clothing, and thoroughly wash 
body areas that have been in contact with the 
solution. 
(Cleaning solutions may irritate skin and eyes.)

- Flush eyes thoroughly with water if splashed with 
cleaning solution. Consult Safety Data Sheets (SDS) 
and a physician.

- Always wear appropriate safety personal protective 
equipment.

- Always make sure that the cover remains in its 
correct, slightly tilted forward position when open. 

- Replace the gas spring immediately if you notice 
the cover is not holding in the open position to 
prevent inadvertent dropping of cover and potential 
injury.

- Inspect pump and all electrical cords each time the 
unit is cleaned. 

- Fill tank to recommended operating capacity range 
before plugging in power cord. (See specifications 
section).
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MAINTENANCE DOs AND DON’Ts

!



 Before Envirofluid can repair or replace a defective 
part under warranty, call Envirofluid for a Return 
Merchandise Authorization number (RMA number 
must appear on outside of package or it will be 
refused and returned).  Upon prepaid return to 
Envirofluid’s factory, Envirofluid examination must 
disclose such part to be defective. 

This warranty does not apply to expendable parts 
needing replacement periodically due to normal wear.  
A new warranty period shall not be established for 
repaired or replaced materials, or products.  Such 
items shall remain under warranty for only the 
remainder of the warranty period of the original 
materials or products.  

Envirofluid warrants that the equipment will function 
mechanically as quoted in the published 
specification. Envirofluid does not warrant process 
performance nor does Envirofluid assume any liability 
for equipment selection, adaptation, or installation. 

The foregoing warranties are in lieu of all other 
warranties whether oral, written, expressed, implied, 
or statutory.  Implied warranties of fitness for a 
purpose and merchantability shall not apply.  
Envirofluid’s warranty obligations and Buyer’s 
remedies thereunder (except to title) are solely and 
exclusively stated herein.  In no case will Envirofluid 
be liable for consequential damages, loss of 
production or any other loss incurred due to 
interruption of service.

PART NUMBERS:
The Purasolve range of safety solvents are especially 
designed to eliminate the need for outside servicing 
and the reduce the ongoing costs of solvent disposal 
and replenishment caused by waste generation.

• ESPRC – Purasolve Parts Cleaner
• ESPSK – Purasolve Parts Cleaner SK
• PS6PW – Purasolve Parts Washer PS6
• PS6PWKIT – Purasolve Parts Washer PS6 with 

60 litres of Purasolve Parts Cleaner

NSNs:
• 6850 66 163 6889 - Purasolve Parts Cleaner (Recyclable 

Parts Washing Safety Solvent) 20 Litres
• 6850 66 163 7361 – Purasolve Parts Cleaner (Recyclable 

Parts Washing Safety Solvent) 200 Litres
• 6850 66 163 6888 – Purasolve Parts Cleaner SK (Recyclable 

Heavy Duty Parts Washing Safety Solvent) 20 Litres
• 6850 66 163 6887 – Purasolve Parts Cleaner SK (Recyclable 

Heavy Duty Parts Washing Safety Solvent) 200 Litres
• 4940 66 164 5877 – Purasolve PS6 Parts Washer complete 

with Purasolve Filter System
• 4940 66 164 5874 – Purasolve PS6 Parts Washer complete 

with PS Filter System & PS Parts Cleaner SK Solvent
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DO NOT:
- Install near open flames or heat.
- Smoke near parts cleaner.
- Use gasoline, alcohol, carburettor cleaners, metal 

strippers, or chlorinated solvents. (Use of such 
unauthorised materials can cause a health and 
safety hazard which might result in serious personal 
injury or death.)

- Contaminate cleaning compounds with any 
flammable materials (not less than 40º flash point) 
such as gasoline, alcohol, etc. 

- Use an extension cord.
- Load with parts over recommended maximum 

weight of 80 kg.
- Work with equipment you feel may be unsafe. 

(Contact a supervisor immediately if you feel a piece 
of equipment is in an unsafe condition.)

- Permit saturated clothing to remain in contact with 
skin.

- Leave the unit unattended with parts in the tank 
which would prevent the cover from closing 
completely in the event of a fire. 

- Tamper with the fusible safety link. 
- Use unit if the safety link breaks or is lost. (Replace 

the safety link immediately.)
- Use if any wear or damage is noticed until impaired 

components are repaired or replaced.

DOs AND DON’Ts

Envirofluid warrants that the equipment 
manufactured and delivered hereunder when 
properly installed and maintained shall be free from 
defects in workmanship.

This warranty does not apply to damages or defects 
caused by operator carelessness, misuse, abuse, 
improper application, or abnormal use; the use of 
add-on parts or equipment which damages or 
impairs the proper function of the unit and 
modifications made by Buyer. 

Envirofluid obligation under this warranty shall be 
limited to:

1. Replacing or repairing pumps, motors, tanks and 
structural parts. The decision to replace rather than 
repair shall be made by Envirofluid.

2. Replacing or repairing components supplied by 
but not manufactured by Envirofluid, to the extent 
such components are warranted by the original 
manufacturer’s warranty and provided that Buyer 
gives Envirofluid prompt written notice within ninety 
days of any defect or failure and satisfactory proof 
thereof.

WARRANTY


